
 	 Controllers

E-touch ⅡTMTM-K E-touch ⅡTMTM-S
■ Target Model

IP44-compliant, durable model with large, highly 
visible monitor

10.4-inch Big Screen
This controller features a big 10.4-inch display 
that contributes to good operability.

Lead Through Teaching
Operators can add take-out robot motion while 
going through one-cycle operation of motion 
points and timers just like when teaching. This 
function gives operators the ability to add posi-
tions and teach motions to the robot.

ECO Vacuum™

This function monitors the suction pressure, 
and when taking out a product, shuts off the 
suction circuit once the suction pressure has 
stabilized. By turning off suction while the con-
tact surface is sealed by vacuum, suction can 
be maintained without using any air, which con-
tributes to reduced air consumption.

Interpolated Motion
This function controls the arm motion so that 
when two or three axes are moved at the same 
time, the tip of the arm’s trajectory is straight.
This makes teaching gate cutting easy.

Air 
consumption

Air 
consumption

Suction

*Measured at Yushin during product testing

*

Open CloseSuction

Workpiece Workpiece

Without ECO Vacuum™ ECO Vacuum™

Monitors suction pressure

ECO Valve
Suction cup

reduction

▪10.4-inch display
▪Weight: 1.4 kg
▪�Handheld controller + CPU box
▪Two enable switches
▪�Servo ON button  

(CPU box side)
▪�Auto/Manual mode switching 

key (CPU box side)
▪CF memory card
▪LAN port

HSA / TSXA SX-41

GⅡB and CH-type Controllers
■ Target Model

N-HOP 
HOP Five 

TWINHOP / miniHOP  
HOP Five / V-HOP-Ⅱ / V-HOP

CH-type 
controller

GⅡB-type 
controller

GⅡB CH

Display Icon display 2 lines of text
Supported 

media SD card ―

Lead Through 
Teaching

OP
（HOP Five Only） ―

Registerable 
number of 

molds
30 15

Equipped with an Easy to See 
Large LCD
GⅡB type
This type features high visibility and user-friend-
liness by adopting a large display for the con-
troller as well as icons on the menu screen.

Teaching Data
GⅡB type
・Register up to 30 molds
・Data can be backed up on an SD card

CH type
・Register up to 15 molds

 

CH type
This controller displays large-font text in two 
rows on the LCD.

Lead Through Teaching (Option)
Robot motion can be added using the Lead 
Through Teaching function of the GⅡB type.

（HOP Five Only）
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