
SD-H/G-0310S/D

SD-H/G-0310S/D
Provides SD series with various technologies for vibration control, 
high-speed, and energy-saving

Clamping
force 30 - 100 tf

■ Standard Specifications

1	 All-Axis Servo Driven Type Take-Out Robot

A single take-out robot can support various molding 
by switching between three types.

･High cycle mold mode
 Medical products, packages, 5G parts, ...
･Precision mold mode
 Lenses, connectors, EV parts, ...
･High weight mode
 Insert molding, multi-cavity molding, ...

SD-H-specific function
Multi Molding Mode

Applied 3D-Design Optimization used in FRA se-
ries,the high end models of Yushin, to parts of the 
take-out robots. This yielded a lightweight, highly-rig-
id body, which allows higher cycle.

3D-Design Optimization

Optimized design
+ Power-saving 

Vlbration
control

All-axis
servo-driven
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Model Power 
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stroke
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Payload
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Clamp force of
compatible 

molding
machine[tf]Main arm Sub arm Main arm Sub arm

SD-H/G- 
0310S

S type
1.0 kVA

200 VAC
5.0 A
D type

1.3 kVA
200 VAC

6.5 A
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ECO Vacuum OFF

1.7
ECO Vacuum ON

3 30-100

SD-H/G- 
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S type : Main arm only  D type : Main arm and sub arm
（　　） : Modified stroke

Payload includes weight of end-of-arm tool.
Traverse beam stanchion is standard equipment for traverse stroke over 1200 mm. 

Power supply Drive method Controller model Working air pressure Flip angle

1-phase
200 VAC/220 VAC

（50/60 Hz）

Digital servo motor 
3/5-axis E-touch Lite 3 0.49 MPa 90°
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